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Product Data Sheet 

This Product Data Sheet has been issued by: 

__________________________________________________________________________________________ 
The information contained in this product data sheet together with any additional written or verbal information provided by Baumit is based on Baumit's 
previous experience of this product and reflects Baumit's current understanding of the properties of the product.  However, the Customer acknowledges 
that the advice given in this product data sheet is not intended to be legally binding nor to create any obligation which is legally enforceable against 
Baumit. It is the customer's responsibility to make its own enquires and investigations into the properties and use of this product and to verify that the 
product is fit for the customer's intended use. Baumit reserves the right to make changes to the product without prior notice. 

Baumit UK Ltd   4200 Waterside Centre, Solihull Parkway Birmingham Business Park, Birmingham. B37 7YN 
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Application Mixing: 
Baumit Kalkin RK 38 can be mixed with clean water in a tub to a lump free, creamy 
consistency with an electric hand mixer. Automated continuous horizontal mixers 
may also be used. For small areas the mixed plaster can be manually applied. For 
larger areas the fresh plaster can be fed into a mortar pump for spray application. 
Alternatively, mortar mixing pumps provide an all-in-one mixing and spraying 
solution. 

Basecoat plaster: 
The plaster is applied onto the substrate to the required thickness in one or two 
passes (fresh-in-fresh) depending on the degree of suction from the substrate and 
ruled off with a straight edge, filling in undulations to produce a flat and even plaster 
layer. 
On hardening the surface is finely floated or finely scraped in preparation for 
receiving the topcoat. The drying times (1 day/mm thickness) must be observed.   

A maximum plaster thickness of 20 mm may be applied in a single application.  
Where necessary, greater thicknesses must be built up in multiple coats of at least 
10 mm in thickness. Upon setting the surface of each additional coat is horizontally 
keyed with a plasterers comb to receive the following coat. Drying times between 
each coat (1 day/mm thickness) must be observed.   

Topcoat plaster: 
Baumit Kalkin RK 38 as a topcoat plaster is applied onto the basecoat and 
smoothed out flat with a trowel or spatula to a thickness of 3 mm. Shortly afterwards 
the surface is lightly rubbed over with a fine sponge float in tight circular motions to 
produce a fine, plain finish. A paint finish may be applied if required.  

Baumit Kalkin Glätt W (lime skim finishing plaster) or Baumit decorative topcoat 
plasters are also suitable for application onto a basecoat of Baumit Kalkin RK 38. 
Refer to the relevant Product Data Sheets. 

Further information The air, material and background temperature must be above +5° C during 
application and curing. 

Where rapid dehydration occurs dampen the finished work at regular intervals with a 
water mist sprayer. 

High air humidity and low temperatures can prolong drying times considerably. 
Protect fresh plaster from direct sunlight. 

Protect other materials such as glass, ceramics or metal etc from contamination 
with appropriate coverings.  

Baumit Kalkin RK 38 is not suitable as a basecoat for receiving tiles due to its low 
strength < 2 Nmm2. 

Testing for TVOC and Formaldehyde emissions is carried out by the eco-Institut. 


